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QUALITY IN OUR PRODUCTS

This is a versatile profi le that can be used in all types of metal cladding such as: roofs, wall panels, industrial false 
ceilings and protective fences. Nevertheless, the design of its longitudinal joint gives it an ideal aesthetic fi nish on 
wall panels and ceilings. It is notable for its ease of assembly, lightness and its fi nish in both horizontal and vertical 
installation. Spans can be up to 2.5m. It is also off ered in a perforated fi nish with diff erent confi gurations.

CE certifi ed product according to the UNE-EN 14782: 2006 standard.

www.magon.es

MG 30/209CONSTRUCTION SECTOR: 
PROFILES FOR ROOFS & WALLS



Measurements 
In mm

JOINT DETAIL

30
209

1045

FINISHES:
This profi le is manufactured from cold-formed coated steel sheets according to the following standards:

• Organic coating (UNE-EN10169): Polyester, PVDF, HDX, HPS.
• Covering metallic (UNE-EN10346): Galvanized.
• Other fi nishes on request.

RESISTANCE TABLES:
• Permissible loadings kg/m2. Calculated for a Service Limit State of deformation L / 200 (maximum admissible 

defl ection). Loads not factored.
• The information displayed in the tables is for guidance purposes only, with the designer being responsible 

for carrying out the structural calculations in accordance with the applicable regulations in each country. 
MAGON ACEROS will not be responsible for the inappropriate use of these tables.

TECHNICAL FEATURES

• End use: Roof and Wall.
• Steel type: Standard S250GD (other 
   types of steel on request).
• Rib height: 30 mm.

• Rib spacing:  209 mm.
• Usable width: 1,045 mm.
• Thickness: From 0.5 mm to 0.8mm.
• Length: On request (maximum 14 m).

 POSITION A  POSITION B
  Thickness
  mm
 L (spans in metres)   L (spans in metres)

  2.50 2.25 2.00 1.75 1.50 1.25 1.00  1.00 1.25 1.50 1.75 2.00 2.25 2.50

  43 58 83 118 160 230 360 0.5 301 193 134 98 52 36 27
  53 73 103 149 203 292 456 0.6 392 251 174 128 68 48 35
 

1 span
 62 85 122 176 240 345 540 0.7 472 302 210 154 85 59 43 

1 span

  71 98 139 201 273 394 615 0.8 546 350 243 178 101 71 52
  51 63 80 105 142 205 320 0.5 382 245 170 125 96 76 61
  67 82 104 136 185 266 416 0.6 485 310 216 158 121 96 78
 2 spans 80 99 125 164 223 321 501 0.7 573 367 255 187 143 113 92 2 spans

  93 115 145 190 258 372 581 0.8 654 418 291 213 163 129 105
  60 74 94 123 167 241 377 0.5 450 288 200 147 112 89 72
 3 or more 78 97 122 160 218 313 490 0.6 571 365 254 186 143 113 91 3 or more
 spans 94 116 147 192 262 377 589 0.7 674 432 300 220 169 133 108 spans
  109 135 171 223 304 437 683 0.8 769 492 342 251 192 152 123

MG 30/209

 POSITION A  POSITION B

 Thickness Weight Moment of Resistive Maximum Moment of  Resistive Maximum

 (mm) (kg / m2) Inertia Moment Moment Inertia Moment Moment
   I (cm4) W (cm3) (m. Kg) I (cm4)       W (cm3) (m. Kg)                                     

 0.5 4.70 6.50 2.81 61.87 3.80  2.35 51.80
 0.6 5.63 8.17 3.57 78.46 5.05  3.06 67.33
 0.7 6.57 9.66 4.22 92.73 6.27  3.68 81.05
 0.8 7.51 11.04 4.81 105.76 7.50  4.27 93.92

NOTE: Data of the mechanical properties of the section based on the reference standards:
-CTE / -EAE / -EUROCODE 3. part 1-3



QUALITY IN OUR PRODUCTS

This document is not a safety manual.
The content and recommendations in the catalogue are informative and non-binding.
MAGON METALES PERFILADOS S.A. reserves the right to modify the contents of this document without prior notice.
General Sales Conditions available on our website  www.magon.es

MGCI.22.1

C/ Persiles y Segismunda, s/n • 45221 Esquivias / Toledo / Spain
Phone: +34 925 520 035
www.magon.es
magonaceros@magon.es
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