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QUALITY IN OUR PRODUCTS

A profi le ideal for all types of metal cladding due to its mechanical resistance and the non-deformable longitudinal 
overlap that guarantees its watertightness. Its rib height allows large spans and is ideal for use on roofs, wall panels, 
industrial ceilings and protective fences. It is notable for its ease of assembly, lightness and attractive appearance in 
both horizontal and vertical installation.Spans can be up to 2.5m It is also off ered in a perforated fi nish with diff erent 
confi gurations.

CE certifi ed product according to the UNE-EN 14782: 2006 standard.

www.magon.es

MG 40/250CONSTRUCTION SECTOR: 
PROFILES FOR ROOFS & WALLS



Measurements 
In mm

JOINT DETAIL
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1000

250

FINISHES
This profi le is manufactured from cold-formed coated steel sheets according to the following standards:

• Organic coating (UNE-EN10169): Polyester, PVDF, HDX, HPS.
• Metalliccovering (UNE-EN10346): Galvanized.        
• Others fi nisheson request.

RESISTANCE TABLES:
• Permissible loadings kg / m2. Calculated for a Service Limit State of deformation L / 200 (maximum admissible 

defl ection). Loads not factored.
• The information displayed in the tables is for guidance purposes only, with the designer being responsible 

for carrying out the structural calculations in accordance with the applicable regulations in each country. 
MAGON ACEROS will not be responsible for the inappropriate use of these tables.

TECHNICAL FEATURES

· End use: Roof and wall.
· Type of steel: Standard S250GD (other 
   types of steel on request).
· Rib height: 40 mm.

· Rib spacing: 250 mm.
· Usable width: 1,000 mm.
· Thickness: From 0.5 mm to 0.8mm.
· Length: On request (maximum 14 m).

 POSITION A  POSITION B
  Thickness
  mm
 L (spans in metres)   L (spans in metres)

  2.50 2.25 2.00 1.75 1.50 1.25 1.00  1.00 1.25 1.50 1.75 2.00 2.25 2.50
  75 99 125 163 222 320 500 0.5 451 289 200 147 113 89 49
 1 span 93 125 158 207 281 405 633 0.6 559 358 248 182 140 110 62 1 span
  112 152 192 251 342 492 769 0.7 663 424 295 217 166 131 76
  129 177 224 293 399 574 897 0.8 770 493 342 251 192 152 91
  77 95 120 156 213 307 479 0.5 532 340 236 174 133 105 85
  95 117 148 194 264 380 594 0.6 673 431 299 220 168 133 108
 2 spans

 113 139 176 230 313 451 705 0.7 817 523 363 267 204 161 131 
2 spans

  131 162 204 267 363 523 818 0.8 953 610 423 311 238 188 152
  90 111 141 184 250 361 564 0.5 626 400 278 204 156 124 100

 3 or more 112 138 175 228 310 447 698 0.6 792 507 352 258 198 156 127 3 or more
 spans 133 164 207 271 368 531 829 0.7 962 616 427 314 240 190 154 spans
  154 190 241 314 428 616 962 0.8 1121 717 498 366 280 221 179

MG 40/250

 POSITION A POSITION B

 Thickness Weight Moment of Resistive Maximum Moment of  Resistive Maximum

 (mm) (kg / m2) Inertia Moment Moment Inertia Moment Moment
   I (cm4) W (cm3) (m. Kg) I (cm4)       W (cm3) (m. Kg)             

 0.5 4.90 11.40 3.91 86.01 7.05  3.52 77.49
 0.6 5.89 14.29 4.95 108.84 8.94  4.37 96.04
 0.7 6.87 17.24 6.01 132.24 10.95  5.18 113.99
 0.8 7.85 20.04 7.01 154.12 13.06  6.01 132.29

NOTE: Data of the mechanical properties of the section based on the reference standards:
-CTE / -EAE / -EUROCODE 3. part 1-3



QUALITY IN OUR PRODUCTS

This document is not a safety manual.
The content and recommendations in the catalogue are informative and non-binding.
MAGON METALES PERFILADOS S.A. reserves the right to modify the contents of this document without prior notice.
General Sales Conditions available on our website  www.magon.es

MGCI.22.1

C/ Persiles y Segismunda, s/n • 45221 Esquivias / Toledo / Spain
Phone: +34 925 520 035
www.magon.es
magonaceros@magon.es
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