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QUALITY IN OUR PRODUCTS

The MG 60/220 profi le is specially designed for application on roof decks in industrial and commercial buildings. 
Roof deck use a constructive system made up of a corrugated steel sheet, an insulating core and a waterproof outer 
membrane. It is an ideal construction system for enclosing large roofs thanks to its speed of execution, high thermal 
installation, watertightness and high durability.

CE certifi ed product according to the UNE-EN 14782: 2006 standard.

www.magon.es

CONSTRUCTION SECTOR: 
PROFILES FOR ROOFS & WALLS

MG 60/220 
ROOF DECK



Measurements 
In mm

220

880

60

JOINT DETAIL Thickness Weight Moment of Resistive Moment Maximum moment
 (mm) (kg / m2) Inertia I (cm4) W (cm3) (m. Kg)
 0.6 6.69 46.98 15.15 157
 0.7 7.81 54.75 17.05 223
 0.8 8.92 62.64 20.15 295
 1.0 11.12 78.30 25.09 365
 1.2 13.38 93.97 30.02 440

FINISHES
This profi le is manufactured from cold-formed coated steel sheets according to the following standards:

• Organic coating (UNE-EN10169): Polyester, PVDF, HDX, HPS.
• Metallic coating (UNE-EN10346): Galvanized.
• Other fi nishes on request.

TECHNICAL FEATURES
· End use: Roofs Decks.
· Type of steel: Standard S250GD (other types of 
  steel on request).
· Rib height: 60 mm.

· Rib spacing: 220 mm.
· Usable width: 880 mm.
· Thickness: From 0.6mm to 1.2 mm.
· Length: On request (maximum 14 m).

   Thickness              L (spans in metres)
  (mm) 1.50 1.75 2.00 2.25 2.50 2.75 3.00 3.25 3.50 3.75 4.00 4.25 4.50 4.75 5.00
  0.6  786 754 443 335 244 184 145 112 86
 

1 span
 0.7  933 646 522 386 285 214 166 127 105 86

  0.8  1,040 764 584 441 321 242 185 145 116 94 76
  1.0  1,032 957 733 558 402 302 232 182 145 122 97
  1.2  1.555 1.142 874 668 487 367 283 223 175 142 116 97
  0.6  780 752 441 344 282 233 192 163 144 121 114 96 85 76
 
2 spans

 0.7  933 646 522 412 333 275 231 196 173 147 133 118 105 95 86
  0.8  1.044 764 584 466 377 312 263 224 193 165 145 132 118 106 96
  1.0  1.302 953 733 575 466 385 324 275 237 206 185 165 142 132 115
  1.2  1.555 1,142 874 694 562 462 387 334 284 247 217 192 171 153 142
 3 or 0.6  982 722 553 437 355 293 247 207 167 136 115 92 82
  more 0.7  1.162 853 652 515 417 344 293 244 195 162 134 113 95 76
 spans 0.8  1.301 965 735 577 467 386 324 276 224 181 153 124 104 92 75
  1.0  1.623 1,192 912 720 583 482 404 344 280 227 187 146 131 111 95
  1.2  1.944 1,432 1,093 897 703 578 485 413 337 274 225 187 157 133 114 

RESISTANCE TABLES:

• Permissible loadings kg / m2. Calculated for a Service 
Limit State of deformation L / 200 (maximum 
admissible defl ection). Loads not factored.

• The information displayed in the tables is for guidance 
purposes only, with the designer being responsible for 
carrying out the structural calculations in accordance 
with the applicable regulations in each country. 
MAGON ACEROS will not be responsible for the 
inappropriate use of these tables.

COMPOSITION OF A DECK COVER:

1). Steel profi le MG 60/220    2 Insulating core
3). Waterproof membrane
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MG 60/220 ROOF DECK



QUALITY IN OUR PRODUCTS

This document is not a safety manual.
The content and recommendations in the catalogue are informative and non-binding.
MAGON METALES PERFILADOS S.A. reserves the right to modify the contents of this document without prior notice.
General Sales Conditions available on our website  www.magon.es

MGCI.22.1

C/ Persiles y Segismunda, s/n • 45221 Esquivias / Toledo / Spain
Phone: +34 925 520 035
www.magon.es
magonaceros@magon.es
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