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CHARACTERISTICS STANDARD
cross-linked polythene
Apparent density 30+ -3kg/m? ISO 845
Ultimate elongation 76 min. % ISO 1926
Tensile strength 127 min. Kpa ISO 1926
Yield strength 10% 25+ -6 Kpa ISO 844
Yield strength 25% 41+ -6 Kpa ISO 844
Yield strength 50% 98+ -8 Kpa ISO 844
Permanent compression 17 max. % 1SO 1856-B
25% 22 h., 23 °C at 1/2 hour
Permanent compression 8 max. % 1SO 1856-B
25% 22 h. 23 °C a las 24 horas
Water absorption at 28 days 1 max. % DIN 53428
Hardness 38 min. Shore®™
Operating temperature -80a100°C INTERNAL
Cell size 0,3 mm max. INTERNAL

Reaction to Fire

100 max. mm./min>10 mm.

FMVSS Nr302

Double-sided adhesive mesh

Support Multidirectional | o=
polyester mesh

Grams of adhesive 80 grams/m?> | —e--e--

Adhesive strength Afera 4001 N/25 mm.16+-1% |  ———----

Temperature resistance 20as100°C | Ll




MAGON ACEROS

C/ Persiles y Segismunda, s/n - 45221 Esquivias / Toledo / Spain
Phone: +34 925 520 035

Www.magon.es

magonaceros(@magon.es

This document is not a safety manual.
The content and recommendations in the catalogue are informative and non-binding.
MAGON METALES PERFILADOS S.A. reserves the right to modify the contents of this document without prior notice.

General Sales Conditions available on our website www.magon.es
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QUALITY IN OUR PRODUCTS
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